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Packaging instructions for Suppliers

1. Loading equipment and packages with weight over 25 kg have to be stacker adapted (lifting high min. 100 mm).

2. The packaging has to keep the parts clean, keep them free from damages and has to be convenient for the particular type of transport.

3. By using non-returnable packaging it is necessary to keep its weight and volume to a minimum.

4. As a basic principle all packages have to be out of ecological and recyclable materials.

5. Material combinations (e.g. iron cramps, needles in wood) have to be minimised and have to be dividable after usage.

6. Package marks must not have an impact on recyclability (no PVC stickers on paperboards).

7. Individual agreements must be in written form.

8. In principle there is no package return without any special agreements between the supplier and our company. Reusable packages have to be marked. (e.g. property of the company …).


Screws:


stainless steel or steel
* slightly oiled

Nuts:


stainless steel or steel
* slightly oiled
Delivery only in  plastic foil with laid-out carton!

Grommets:

stainless steel or steel
* slightly oiled

C – Profiles:



Steel



* slightly oiled

strip packed



Stainless steel


* slightly oiled

strip packed (stainless steel)

ALU
* slightly oiled

crate covered with paperboards

Steel products:



Flat material





strip packed



Angle profiles





strip packed



Round materials





strip packed



Pipes 






strip packed



Plates 





 on pallet strip packed

Stainless steel products:



Flat material





strip packed (stainless steel)



Angle profiles





strip packed (stainless steel)



Round materials





strip packed (stainless steel)



Pipes






strip packed (stainless steel)



Plates





 on pallet strip packed (stainless steel)

Alu-products:



Flat material





strip packed on wood



Angle profiles





strip packed on wood



Round materials





strip packed on wood



Pipes 






strip packed on wood



Plates 




       
 on pallet strip packed

Weldments:



stainless steel or steel




on pallets or in lattice boxes

Turning workpieces:



stainless steel or steel
* slightly oiled


in exchange boxes or










in small quantities in a carton

Milling parts:
stainless steel or steel
* slightly oiled


in exchange boxes or










in small quantities in a carton

* = Slightly oiled! Only a water-solubled anticorrosive has to be used!

Date of issue: 30.07.2008/be
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